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Explo GmbH

For years, the name „explo GmbH“ has stood for the production of 
ignition machines and accessories for pyrotechnics and blast works, 
as well as effect devices for stage shows, of the highest quality. 

Our goal is to always be at the forefront concerning the creation 
of new devices, but never lose sight of our existing product range 
and how to optimize it.  This means we are in close contact with our 
customers, using their feedback to make the devices suited to their 
needs.

Our head offices are located in Klagenfurt, to the south of Austria. 
All products are developed, designed and produced in our 
company. This ensures that we remain a central contact for our 
customers concerning any questions, and are able to help quickly 
and competent in case of problems.

We would gladly welcome you for a short tour of our company and 
products. If you are interested, please contact us by mail or call us.

We only use the highest materials for our products. All products are 
made in accordance  with the current laws and norms (eg.: CE, EC-
Machinery directive), and are being tested by a certified institute.
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TraNsmITTEr TX2-70K

Overview
The TX2-70K is a bidirectional transmitter in a HPRC-Case, used to 
control Explo-receivers by use of a manual ignition signal, Auto-
Mode or PC-Mode. Thanks to its sturdy, weathertight and flame 
retardant case, this transmitter is especially useful for outdoor use 
during larger shows.

Technical details
Power supply: 2x NiMH-battery 12V
Case: HPRC-Case
Dimensions: 335 x 290 x 155mm
Weight: 4,6 Kg
Radio range: 800m
Standby: 16 hours 
Firing cues 8000

rECEIVEr rX2-70K

Overview
The RX2-70K is a receiver with 70 independently controllable 
channels. It is especially useful for Outdoor shows with many 
different ignitions, thanks to its strudy case, and high number of 
channels.

Technical details
Channels: 70
Ignition power: 30-80V / 4x330µF
Power supply: 2x NiMH-battery 12V
Case: HPRC-Case
Dimensions: 335 x 290 x 155mm
Weight: 4,7 Kg
Radio range: 800m
Standby: 70 hours
Max. firing rate 0,01 seconds

rECEIVEr rX2-30K IN CasE

Overview
The RX2-30K in Case is a receiver with 30 individually controlable 
ignition channels. Thanks to the sturdy casing, it is especially well 
suited for Outdoor-Shows.

Technical details
Channels: 30
Ignition power: 30-80V / 4x330µF
Power supply: 2x NiMH-battery 12V
Case: HPRC-Case
Dimensions: 335 x 290 x 155mm
Weight: 4,7 Kg
Radio range: 800m
Standby: 70 hours
Max. firing rate 0,01 seconds

BIDIrECTIONaL sErIEs X2

Overview
New to our product range are the transmitter, 70 and 30 channel receiver 
of the X2 series.These ignition systems have many new features, and thus 
advantages for the user, which we would like to mention below:

Advantages
Bidirectionality:  Feedback of important stati, directly on  your  
 transmitter!
Resistance measurement: Simple handling for resistance measurement  
 of 0 to 99 Ω!
Remote-control: Receiver can be put into Sleep or Armed mode,  
 as well as be turned off via the transmitter!
Radio programming: Receiver programming possible by radio!
Time synchronization: Receivers are synchronized to the show by  
 time. Time between ignitions lowered to 10ms!
Stepp function: Free stepping between channels and devices  
 possible in 10ms!
Power supply: Double NiMH batteries!
Receiver display: Allows you to read important information 
 directly at the display of the receiver!
New case: Flame retardant case, with improved side 
 panel design!
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TraNsmITTEr TX2-sTaGE

Overview
The TX2-Stage is a compact handheld transmitter, that can be used 
the same way as any transmitter of the 70K / 70M class. Autoshows 
can be loaded onto the device, and you can use the PC-Mode. The 
transmitter is completely bidirectional and compatible with all 
devices of the X2 series. Furthermore, you can modulate the radio 
frequency without problems.

Technical details
Power Supply: 1x NiMH-battery 12V
Case: Plastic
Dimensions: 85 x 170 x 50mm
Weight: 0,3 Kg
Radio range: 400m
Standby: 24 hours

rECEIVEr rX-5K

Overview
The RX-5K is a body receiver with extremely small measurements. 
Every ignition clamp can be assigned to ist own individual channel 
and box number. Steppsequences are freely programmable (min. 
40ms). The ignition clamps can be disconnected from the device.

Technical details
Channels: 5
Ignition power: 50V / 330µF
Power Supply: 9V Block
Case: Plastic
Dimensions: 124 x 70 x 29mm
Weight: 0,18 Kg
Radio range: 500m
Standby: 8 hours

rECEIVEr rX-1K

Overview
The RX-1K is an extremely small mini-receiver. The single ignition 
channel can be assigned to any channel number or box. Delay and 
opening time are freely programmable. The ignition clamps can 
be disconnected from the device. Thanks to its small size and low 
weight it is especially useful for stage purposes.

Technical details
Channels: 1
Ignition Power: 9V
Power Supply: 9V Block
Case: Plastic
Dimensions: 79 x 60 x 23mm
Weight: 0,12 Kg
Radio range: 500m
Standby: 8 hours

rECEIVEr rX2-30K

Overview
The RX2-30K is a receiver with 30 independently controllable 
channels. Thanks to its relatively low weight and the sturdy 
weathertight case, it is highly useful for smaller outdoor shows.

Technical details
Channels: 30
Ignition power: 30-80V / 330µF
Power supply: 2x NiMH-battery 12V
Case: Stainless steel
Dimensions: 330 x 176 x 72mm
Weight: 2,5 Kg
Radio range: 800m
Standby: 70 hours
Max. firing rate 0,01 seconds
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sOfTwarE X2 auTOsHOw

The X2 Autoshow allows you to load pre-programmed fireworks 
directly onto the transmitter. The features of the Autoshow 
range from the calculation of devices needed, up to the 
summation of single sequences for the Step by Step Mode. With 
the separately sold Explo Stick, you can control fireworks and 
flameshows directly from your PC.

sOfTwarE sHOw CrEaTOr

This editor allows you to create a music synchronized firework 
in no time. The program features an article database, which can 
be edited or expanded at any time. If a music file is loaded, it will 
be visualised in a few seconds, allowing you to place effects to 
the beat of the music. The graphic support means an immense 
help for the user. 

EXpLO sTICK

The Explo Stick is used in combination with the X2-Autoshow 
Software, to check receivers and the show directly on your PC 
or notebook, as well as igniting reserve channels fast and easy 
if needed.

EXpLO TImE CODE mODEm

The explo TCM allows you to easily synchronize the explo 
system with other systems. Currently, it is possible to receive 
MIDI and SMPTE Timecode, and transmit MIDI Timecode. The 
TCM is always developed further with customer input, to allow 
transmitting and receiving of many different signals.

Technical details
Power supply: Transmitter and 9V Block
Case: Plastic
Dimensions: 85 x 170 x 50mm
Weight: 0,2 Kg
Input: MIDI, SMPTE
Output: MIDI

musIK rECEIVEr rX-waV 

By use of the Waveplayer receiver, it is possible to synchronize 
multiple musical broadcasting points. You can always control 
the show with the „Play/Pause“, „Stop“, „Skip Forward“ and „Skip 
Backward“ buttons. These functions are freely programmable. 
Should a pause in the show occur, the receiver will also stop 
automatically. An additional output amplifier improves the 
sound quality and the device features two symmetrical outputs. 
The music is stored on a changeable SD card. It is also possible 
to play a timecode (e.g.: Explo FSK- or SMPTE-Timecode), and fire 
synchronized to the music.

Technical details
Power supply: 2x NiMH-battery 12V
Case: Powder coated aluminium case
Dimensions: 220 x 155 x 65 mm
Weight: 1,8 Kg
Radio range: 800m
Standby: 7 hours
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GasprOjECTOr GX2  12V

Overview
With the new Gasprojector, there are no more limits for the creation 
of music synchronized flame pillars and fireballs. Thanks to its sturdy 
built, the Gasprojector is highly usable outdoors. The Gasprojector 
can be controlled with the Explo Mastermodule, with the RX-1K Gas, 
or an external trigger impulse. Alternatively, the gasprojector can be 
upgraded to be used with DMX.

Technical details
Power Supply: 12V lead gel charger
Case: Powder coated Aluminium
Dimensions: 260 x 260 x 390mm
Weight: 6,8 Kg
Effect height: Up to 6m
Fuel: Propane-/Butane gas/Aerosol cartridges

GasprOjECTOr GX2  230V

Overview
The effects of the Gasprojectors GX2 230V and GX2 12V are identical 
to eachother. However, the Gasprojector GX2 230V is controlled by a 
230VAC power supply. As long as the Projector is supplied with power, 
the effect is being made. Ideal for permanent installations, DMX 
Switchpack, etc.

Technical details
Power Supply: 230V Mains voltage
Case: Powder coated Aluminium
Dimensions: 260 x 260 x 390mm
Weight: 5,8 Kg
Effect height: Up to 6m
Fuel: Propane-/Butane gas/Aerosol cartridges
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X2-waVE-fLamEr

Overview
The X2 WAVE-FLAMER uses a fluid driven flamesystem, combined with 
moving head technology within one compact device. Equipped with 
a motorized swivel head, the X2 WAVE-FLAMER allows fast and precise 
flamebursts up to 10m height – in a radius of 210°. The moving flames 
this results in, open completely new possibilities for the creation of 
Indoor and Outdoor shows.

For easy handling, the bidirectional radio control of the X2 series, a 
menu accessible by the built in display, and a removable 10L canister 
are integrated in the device. Optionally, the device can also be 
controlled via DMX512.

Technical details
Power supply: 100-240V Grid
Case: Stainless steel
Dimensions: 560 x 330 x 360mm
Weight: 27 Kg (empty canister)
Effect height: Up to 10m
Fuel: Isopropyl alcohol, Bio-Ethanol
Effect radius: -105° to +105°
Radio range: 800m

GasprOjECTOr GX2 LIquID

Overview
The Gasprojector GX2 Liquid is the newer model of the GX2 12V. 
The Liquid-version of the GX2 allows the use of liquid fuels, such as 
Bioethanol, Isopropylalcohol or Isopar, as well as the usage of Propane-/ 
Buthane gas.

All additions like DMX, Aerosole cartridges, a second battery or 
watertight mains supply and the remote control via a RX-1K Gas can 
be used.

Technical details
Power supply: 12V lead gel battery
Case: Powder coated Aluminium
Dimensions: 260 x 260 x 330mm
Weight: 6,8 Kg
Effect height: Up to 10m
Fuel: Isopropylalcohol, Bio-Ethanol, Isopar,
  Propane-/Butane gas/Aerosol cartridges
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sfX TOrCH GX3

The SFX torch is a stage effects device for manual flame bursts. With a 
range of about 2,5meters and a futuristic design, it is the „Eye Catcher“ 
for all stage shows. Many safety features, like the removable key-switch, 
radio controlled arming, double safety buttons, and the fact that the 
SFX torch can be laid down easily without any cabling getting in the 
way, are just a few of the advantages of this effect device.

Technical details
Power supply: NiMH-battery 12V
Case: Powder coated Aluminium
Dimensions: 550 x 140 x 250mm
Weight: 3,0 Kg
Effect height: 2,5m
Fuel: Aerosol cartridges
Safety: Key-switch, 2 buttons

pOwEr-fLamE

Overview
The new X2-Power-Flame is a specialised effect device, allowing 
extreme effect heights of up to 20meters. This Flameprojector is being 
fueled by standard liquid Propane- / Buthane-gas, and uses nitrogen 
for the creation of the needed pressure. For quick and easy assembly, 
quick-release-couplings are used for the tubing.

The X2-Power-Flame can be controlled by radio, as well as by DMX, and 
thus be entered into a prewritten automated show very easily.

Technical details
Power supply: 100-240V Grid
Case: Stainless steel
Dimensions: 405 x 405 x 563mm
Weight: 25 Kg (empty canister)
Effect height: Up to 20m
Fuel: Liquid Propane- / Buthane gas
Pressurizing agent: Nitrogen
Radio range: 800m



16 17

CO2-jET 230V

Overview
The CO2 Jet is used for easy and controlled bursts of CO2 fog effects. 
The control is made by connecting a 230V AC power. The effect is 
sustained for as long as a power supply is connected to the device.

Technical details
Power supply: 230V Grid
Case: Powder coated aluminium
Dimensions: 110 x 110 x 110mm
Weight: 2,6 Kg
Effect height: Up to 10m
Fuel: Liquid CO2

CO2-GuN

Overview
The CO2-Gun is a handheld effect device, used to create controlled CO2 
fog effects. This product features a low weight, and the integrated grip 
and trigger allow an intuitive usage.

Technical Details
Case: Powder coated Aluminium
Dimensions: 500 x 60 x 215mm
Weight: 1,5 kg
Effect height:  Up to 5m
Fuel: Liquid CO2
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aNGLE sHOT  ws20

Overview
The angleshot WS20 is made of a powdercoated Aluminium case. The rack 
is made of 2 sidepanels, 3 middlepanels and 20 effect holders for firework 
effects. Thanks to its modular build, it is freely extendable. Since it can be 
set up quickly, and be transported comfortably, it is almost impossible 
to work without the WS20 anymore. Alternatively, the angle shot is also 
available with higher effect holders for Roman Candles.

Technical details
Dimensions: 540 x 385 x 175mm (WxDxH)
Transport: System is stackable
Parts: 2 sidepanels, 3 middlepanels, 20 effect hol-
  ders, freely extendable
Holders: New stainless feathersteel holders and ope- 
  nings to affix cable binders to
Angles: Up to ±60°
Caliber: 30 to 50 usable (max. 65mm)
Use: For singleshots, Firepots, and Confettishooters

aCCEssOrIEs

Transport case
Transport cases are available for all devices.

Tripod Holder
Base plate with a holder for a tripod, to fix a GX2 to a tripod.

Groundplane antenna
Groundplane antenna for Explo transmitters, including a 
magnetic base with BNC connector. Improves the radio 
connection between transmitter and receiver drastically.

Flightcase for Wave Flamer
A flight case is an ideal way to transport and store your Wave 
Flamer. This case features a completely removable lid with 
Butterfly locks, as well as openings for cables and a Tripod 
Holder.

SP2-20K
The SP2-20K is an extension with 20 channels. By use of the 
Splitbox 20 channels can be extended outward from the RX-
70K or RX-30K receivers with a controller cable.  It is possible 
to cascade the modules. The ignition power is drawn from the 
receiver.



Harald Kulterer
office@explo.at

Völkermarkter Straße 240
9020 Klagenfurt a. W.

www.explo.at 
Tel.  +43 (0)463 32 245
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